Pipa Pendant

Pipa Pendant / 101.MLP.17010

Power CRI Order Code Kelvin Lumen T¢=50°
n
28W CRI>80 101.MLP.17010. () . ()« (-) . (-) 2700K 3565
3000K 3710
3500K 3840
4000K 3975
p—
= 5000K 4253
E—— CRI>90 101.MLP.17010. () . ()« () . (-) 2700K 3209
3000K 3289
101.MLP.17010.. 28 .827. SP . 01
i i 3500K 3405
] a2 B 8 4000K 3523
1- Product code 5000K X
2 Rower CRI>98 101.MLPA7010. (). (o). () . () 2700K 2459
3 CRI
3000K 2564
4- Reflector angle
5 Colour 4000K 2743
Meat COB 101.MLP.17010. () . ()« () - (-) 1800K 2052
Food COB 101.MLP.17010. () . () - (-) - () 2400K 2113
FISH COB 101.MLP.17010. () . ()« () . (-) 6600K 2905
2 Watt - Driving Current 3 CRI / Kelvin 4 Reflector Angle / 5 Product Color /
28 28W-700mA 827 CRI>80-2700K | 9827 CRI>98-2700K E SP 20°-spot [ ] ot white
24 24W-600mMA 830 CRI>80-3000K | 9830 CRI>98-3000K m ME  30°-Medium [ ] 02 raoo10
20 20W-500mA 835 CRI>80-3500K | 9840 CRI>98-4000K m FL  40°-Flood Il 03 black
15 15W-350mA 840 CRI>80-4000K | MEAT 1800K E WF  60°-WideFlood || 04  gray
850 CRI>80-5000K | GOLD 2400K Bl 05 darkgray
§ 927  CRI>90-2700K | FISH 6600K [ 06 special color
2 930  CRI>90 - 3000K
:
S 935  CRI>90 - 3500K
S
o 940  CRI>90- 4000K

Profile Height for ON-OFF version /

Profile Height for Phase-Cut DIM /

Profile Height for 1-10V, DALI and Warm DIM /

Profile Height for Wireless DIM /

210mm

Profile Height for Tunable White DIM /

240mm

210mm

210mm

Profile Height for Emergency version /

240mm

300mm
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Steel suspension cord with up to 5mt
lenght option.

Ceiling rose cover with integrated cable
cord grip integrated.
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